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Wall Mounted Battery

SIB - 5K - L -W 1 !

1: Number of modules

W: Wall mounted

L: Lithium ion battery

VEICHI
NOminal Energy 5K :5kWh = :
10K : 10kWh
SIB: Battery
Model SIB-5K-L-W1 SIB-10K-L-W2 SIB-15K-L-W3 SIB-20K-L-W4 SIB-25K-L-W5 SIB-30K-L-W6
SYSTEM DATA
Nominal energy 5.37TkWh 10.74kWh 16.11kWh 21.48kWh 26.85kWh 32.22kWh
Usable energy 4.83kWh 9.67kWh 14.50kWh 19.33kWh 24.17kWh 29.00kWh
Rated charge / discharge power 2.68kW 5.37TkW 5.37kW 5.37TkW 5.37kW 9.37kW
Max. charge / discharge power(@5min) 5.37TkW 10.75kW 10.75kW 10.75kW 10.75kW 10.75kW
Peak charge / discharge power (@60s) 8.60kW 17.20kW 17.20kW 17.20kW 17.20kW 17.20kW
Dimension (W*D*H) 500"187"630mm(SIB-5K-L-W1)
Weight 53Kg(SIB-5K-L-W1)
Number of modules 1 2 3 4 5 6
Nominal voltage 51.2V
Operating voltage Range 40~-57.6V
Rated charge / discharge current S0A 100A 100A 100A 100A 100A
Max. charge / discharge current 100A 200A 200A 200A 200A 200A
Battery round trip efficiency 95% 95% 95% 95% 95% 95%
Max. depth of discharge (DOD) 90% 90% 90% 90% 90% 90%
ENVIRONMENT LIMIT
Operating temperature 0~50°C
Storage temperature -20~60°C
Humidity 5~90%
Altitude <2000m
COMMUNICATION AND USER INTERFACE
Communication port CAN RS485
Indicator SOC: 5 LED (20 %, 40 %, 60 %, 80 %, 100 %); Status: 1 LED (working mode)
System switch (ON / OFF) Power button, DC-Breaker
GENERAL DATA
Design life 15+Years
Cycle life =6000, @0.2C @25°C DOD 90%
Cooling concept Natural convection
CERTIFICATE
Enclosure protection rating PGS
Safety IEC62619\WDE2510-50
EN61000-6-1 / EN61000-6-2 / EN61000-6-3 / EN61000-6-4 /

P ENG61000-3-2 / EN61000-3-3 / EN61000-3-11 / EN61000-3-12
Transport UN38.3




Rack Mounted Battery

SIB-5K-L-X1

1: Number of modules

X: Rack Mounted Battery

L: Lithium ion battery

NOminal Energy 5K : 5kWh
10K : 10kWh
SIB: Battery

Model SIB-5K-L-X1 SIB-10K-L-X2 SIB-15K-L-X3 SIB-20K-L-X4 SIB-25K-L-X5 SIB-30K-L-X6
SYSTEM DATA

Battery chemistry Lithium Iron Phosphate (LiFeP0O4)

Number of modules 1 2 3 4 5 6
Nominal energy 5.04kWh 10.08kWh 15.12kWh 20.16kWh 25.20kWh 30.24kWh
Usable energy 4.54kWh 9.07kWh 13.61kWh 18.14kWh 22.68kWh 27.22kWh
Rated charge/discharge power 2.92kW 5.04kW 2.04kW 9. 04kW 2.04kW 9.04kW
Max. charge/discharge power(@5min) 5.04kW 10.08kW 10.08kW 10.08kW 10.08kW 10.08kW
FPeak charge/discharge power(@60s) 8.06kW 16.12KW 16.12kW 16.12kW 16.12kW 16.12kW
Dimension (W*D*H) 518*480%150mm | 518%480"320mm 518*4807470mm | 518%480"620mm 518%480*770mm 51874807920mm
Weight 46kg 92kg 138kg 184kg 230kg 276kg
Nominal voltage 48V

Operating voltage range 42-54V

Rated charge/discharge current 50A 100A 100A 100A 100A 100A
Max. charge/discharge current {(@5min) 100A 200A 200A 200A 200A 200A
Battery roundtrip efficiency 95%

Max. depth of discharge(DOD) 90%

ENVIRONMENT LIMIT

Operating temperature range(charge) O~ 50°C

Operating temperature range(discharge) -20~55°C

Storage temperature —20~-45°C

Recommended storage temperature -20~35°C

Humidity 5%~95%

Altitude = 2000m

COMMUNICATION AND USER INTERFACE
" Communication port ' CAN RS485

Indicator SOC: 5 LED (20 %, 40 %, 60 %, 80 %, 100 %); Status: 2 LED (running and alarm)
System switch (ON / OFF) Power button

TR ik cclabic st

Design Life 10+Years

Cycle Life =6000cycles,@0.5C @25°C DOD 90%

Cooling concept

Matural convection

CERTIFICATE

Enclosure protection rating IP20
Safety IECE2619
EMC ENG1000-6-1 / EN&1000-6-2 / EN61000-6-3 / EN61000-6-4 /

Transport

ENG61000-3-2 / ENG61000-3-3 / EN61000-3-11 / EN61000-3-12

UN38.3




Acid Replacement Battery

SIB - 100AH - 12 - L

L: Lithium ion battery
Rated voltage
Capacity

SIB: Battery

Model SIB-100AH-12-L SIB-200AH-12-L SIB-100AH-24-L
MAIN PARAMETERS

Nominal Voltage 12.8V 12.8V 25.6V
Nominal Capacity 100Ah@25°C@0.2C) 200Ah{@25°C@0.2C) 100Ah(@25°C@0.2C)
Mominal Energy 1280Wh 2560Wh 2560Wh

Cells Type/ Chemistry

Prismatic-LiFePQO4

Prismatic-LiFeP0O4

Prismatic-LiFeP04

Dimension: D*W*H

260* 167 * 210mm

502" 186 * 243mm

202* 186 * 243mm

Reference Weight 11kg 22kg 22kg
Case Materials ABS ABS ABS
Bluetooth Bluetooth access to show functions like (capacity, voltage,current, cycles, SOC, SOH, cell voltage, temperature, status)
ELECTRIC FEATURES

Charge method CC/CV CCICV CCICV
Charge voltage range 14.3~14.6V 14.3~14.6V 28.6~29.2V
Max continuous discharge current 100A 200A 100A
Max continuous charge current 100A 2004 100A
Discharge Pulse Current(10seconds) 150A 300A 150A
Discharge cut off voltage 12V 12V 24V

'OPERATION ENVIRONMENT
Charge Temp 0" C~60°C 0°C~60°C 0°C~60°C
Discharge Temp -20°C~60°C -20°C~60°C -20°C~60°C
Storage Temp -20°C~60°C -20°C~60°C -20°C~60°C
FProtection Level IP65 IP65 IP&5
BMS SPEC
Charging voltage 3.65V/Cell 3.65V/Cell 3.65V/ICell
Balancing voltage 3.45V/Cell 3.45V/Cell 3.45V/Cell
Max continuous charge current 100A 200A 100A
Max continuous discharge current 100A 200A 100A
Over charge detection voltage 3.7540.05V 3.75+0.05V 3.7510.05V
Over charge detection delay voltage 1=35 1=-35 1~-35
Over charge release voltage 3.640.05V 3.640.05V 3.6+0.05V
Over discharge detection voltage 2.5+0.05V 2.5+0.05V 2.5+0.05V
Over discharge detection delay voltage 1~-35 1~35 1-35
Over discharge release voltage 2.70+£0.10V 2.70+0.10V 2.70+0.10V
Over discharge current protection Detection . 180A 325A 180A
Delay time 50~150mS 50~150msS 50~-150msS
Over charge detection current 100A 220A 100A
Detection delay time 300~800mS3 300~800mS 300~800mS
Short Circuit Protection Current 500A, External short circuit 500A, External short circuit 500A, External short circuit
Detection delay time 400usS 400us 400usS
Release condition Cut load and charging Cut load and charging Cut load and charging
Over-temperature protection 6515°C 6515°C 6515°C
Release temperature 505" C 50+5° C 50£5° C




Lead Acid Battery

SIB - 100AH - 12 - GE

GE: GEL battery

Rated voltage

Capacity

SIB: Battery

Model

SIB-100AH-12-GE

SIB-150AH-12-GE

SIB-200AH-12-GE

SIB-250AH-12-GE

SYSTEM DATA

Rated voltage 12V 12V 12V 12V
Capacity(10hr,1.8V/Cell) 100AR 150Ah 200Ah 250Ah
Weight 30kg 40kg 55.5kg 63kg
Dimension(W*D*H) 405*173*231mm 482*171*240mm 525*240%219mm 525*268*220mm
Max discharge current 301, A(3min) 301, A(3min) 301, A(3min) 301, ,A{3min)
Max charging current <0.25C <0.25C, <0.25C, <0.25C
Self-discharge(25°C) <3%/month <3%/month <3%/month <3%/month
Recommended using temperature 15°C~25°C 15°C~25°C 15°C~25°C 15°C~25°C
Cover Material ABS ABS ABS ABS

Disﬂharge::45°ﬂ~5ﬂ“ﬂ
Using temperature Charge: -20°C~45°C

Storage: -30°C~40°C

Floating charge: 13.5V~13.8V
Charging voltage(25°C)
Equalizing charge: 14.1V~14.4V
Floating charge: 2.275+0.025V/Cell
Temperature parameters: +3m\V/Cell °C
Charging mode(25°C)
Cycle charge: 2.4520.05V/Cell
Temperature compensation coefficient: £5mV/Cell °C
GENERAL DATA
100%DOD 490times 100%DOD 572times 100%DOD 572times 100%DOD 572times

Cycle life 50%D0OD 1250times 50%D0D 1422times 50%D0OD 1422times 50%D0D 1422times

30%DOD 2150times

30%DOD 2218times

30%D0OD 2218times

30%D0OD 2218times

Capacity affected by temperature

105% @ 40°C
80% @ 0°C

58% @ -20°C

105% @ 40°C
90% @ 0°C

70% @ -20°C

105% @ 40°C
90% @ 0°C

0% @ -20°C

105% @ 40°C
90% @ 0°C

70% @ -20°C




High Voltage Lithium Battery

SIB - 35K -358 - L (F)

—— F: Forced air cooling

—— L.: Lithium ion battery

Nominal Voltage 358K : 358.4V
409K :409.6V
963K : 563.2V

Nominal Energy 35K : 35.84kWh
40K : 40.96kWh
56K : 56.32 kWh

SIB: Battery
Model SIB-35K-358-L SIB-56K-563-L SIB-40K-409-L(F) SIB-56K-563-L(F)
| SYSTEM DATA
Battery Module Type Lithium Iron Phosphate (LiFePO4)
Battery Module Quantity T units 11 units 8 units 11 units
Nominal Battery Energy 35.84kWh 56.32kWh 40.96kWh 56.32kWh
Nominal Capacity 100AhR 100Ah 100AhR 100AR
Nominal Voltage 358.4V 263.2V 409.6V 263.2V
Operating Vol. Range 313.6~403.2V 492.8~633.6V 358.4~460.8V 492.8~633.6V
Nominal Power Output 21.5kW 33.79kW 40.96kW 56.32kW
Max. Power Output 35.84kW 56.32kW 40.96kW 56.32kW
Recommend Charging Current S0A S50A 100A 100A
Recommend Discharging Current S0A S0A 100A 100A
Net Weight(W*D*H) 397.5kg 646.5kg 501kg 642kg
Rack System Control unit Type 548*568*1412mm 548*568*2012mm 594*558*1663mm 594*5568*2152mm
Module Quantity and Configuration BOU100 BDU100 BDU100 BDU100
| OPERATION ENVIRONMENT
Charging Temp. Range 0~55°C 0~55°C 0~55°C 0~55°C
Discharging Temp. Range -10~55 C -10-55" C -10~55 C -10~55°C
| COMMUNICATION INTERFACE
Communication CAN CAN CAN/RS485 CAN/RS485
GENERAL DATA
Cycle Life =6000 Cycles =6000 Cycles =6000 Cycles =6000 Cycles
Protection Level IP20 P20 IP20 IP20




Suzhou Veichi Electric Co.,Ltd

NO.1000 Songjia Road,Guoxiang street, Wuzhong Economic and
Technological Development Zone,Suzhou

Email: overseas@veichi.com
Https: //www.veichi.com/
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