Certificate No. : BKC24041533DC

V/\‘V A
BLC ]

Certificate of Conformity

Applicant : Suzhou Veichi Electric Co.,LTD
No.1000 Songjia Road, Guoxiang Street, Wuzhong Economic
and Technological Development Zone, Suzhou, China

Manufacturer : Suzhou Veichi Electric Co.,LTD

No.1000 Songjia Road, Guoxiang Street, Wuzhong Economic
and Technological Development Zone, Suzhou, China

Trademark : VEICHI
Product : SD860 Series Multi-transmission Servo
Model(s) : (See the following annex)

Test Standard : EN IEC 61800-3:2018
EN IEC 61000-3-2:2019+A1:2021
EN 61000-3-3:2013+A2:2021

The Certificate of Conformity is based on an evaluation of a sample of the above
mentioned products. It does not imply an assessment of the whole production. It is
possible to use CE marking to demonstrate the compliance with this EMC Directive
2014/30/EU. It is only valid in connection with the test report number: BKC24041533DE.

Shenzhen BKC Testing Co., Ltd.

Room103, 1/F, Huaya Building, Huaya Industrial Park, Yousong Community,
Longhua Subdistrict, Longhua District, Shenzhen, Guangdong, China
Tel: 4000-875-382 0755-84829082 E-mail: bkc@bkc-lab.com
Certificate Search: http://www.bkc-lab.com
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Annex | V

Certificate No. : BKC24041533DC

Model(s)

SD860-AC-S3R8D-EA, SD860-DC-220D-E, SD860-DC-420D-E, SD860-DC-600D-E,
SD860-AC-D3R8D-EA-FS, SD860-AC-D6ROD-EA-FS, SD860-AC-D8R4D-EA-FS,
SD860-AC-S3R8D-EA-FS, SD860-AC-S6R0D-EA-FS, SD860-AC-S8R4D-EA-FS,
SD860-AC-S110D-EA-FS, SD860-AC-S170D-EA-FS, SD860-AC-S240D-EA-FS,
SD860-AC-D3R8D-EA, SD860-AC-D6ROD-EA, SD860-AC-D8R4D-EA,
SD860-AC-S3R8D-EA, SD860-AC-S6R0OD-EA, SD860-AC-S8R4D-EA,
SD860-AC-S110D-EA, SD860-AC-S170D-EA, SD860-AC-S240D-EA,
SD860-AC-D3R8D-EB-FS, SD860-AC-D6ROD-EB-FS, SD860-AC-D8R4D-EB-FS,
SD860-AC-S3R8D-EB-FS, SD860-AC-S6R0D-EB-FS, SD860-AC-S8R4D-EB-FS,
SD860-AC-S110D-EB-FS, SD860-AC-S170D-EB-FS, SD860-AC-S240D-EB-FS,
SD860-AC-D3R8D-EB, SD860-AC-D6R0OD-EB, SD860-AC-D8R4D-EB,
SD860-AC-S3R8D-EB, SD860-AC-S6R0D-EB, SD860-AC-S8R4D-EB,
SD860-AC-S110D-EB, SD860-AC-S170D-EB, SD860-AC-S240D-EB,
SD860-AC-S3R8D-EAA-FS, SD860-AC-S6R0D-EAA-FS, SD860-AC-S8R4D-EAA-FS,
SD860-AC-S110D-EAA-FS, SD860-AC-S170D-EAA-FS, SD860-AC-S240D-EAA-FS,
SD860-AC-S3R8D-EAA, SD860-AC-S6ROD-EAA, SD860-AC-S8R4D-EAA,
SD860-AC-S110D-EAA, SD860-AC-S170D-EAA, SD860-AC-S240D-EAA,
SD860-AC-S3R8D-EBA-FS, SD860-AC-S6R0D-EBA-FS, SD860-AC-S8R4D-EBA-FS,
SD860-AC-S110D-EBA-FS, SD860-AC-S170D-EBA-FS, SD860-AC-S240D-EBA-FS,
SD860-AC-S3R8D-EBA, SD860-AC-S6R0D-EBA, SD860-AC-S8R4D-EBA,
SD860-AC-S110D-EBA, SD860-AC-S170D-EBA, SD860-AC-S240D-EBA,
SD860-AC-S3R8D-EAB-FS, SD860-AC-S6R0D-EAB-FS, SD860-AC-S8R4D-EAB-FS,
SD860-AC-S110D-EAB-FS, SD860-AC-S170D-EAB-FS, SD860-AC-S240D-EAB-FS,
SD860-AC-S3R8D-EAB, SD860-AC-S6ROD-EAB, SD860-AC-S8R4D-EAB,
SD860-AC-S110D-EAB, SD860-AC-S170D-EAB, SD860-AC-S240D-EAB,
SD860-AC-S3R8D-EBB-FS, SD860-AC-S6R0D-EBB-FS, SD860-AC-S8R4D-EBB-FS,
SD860-AC-S110D-EBB-FS, SD860-AC-S170D-EBB-FS, SD860-AC-S240D-EBB-FS,

Shenzhen BKC Testing Co., Ltd.

Room103, 1/F, Huaya Building, Huaya Industrial Park, Yousong Community,
Longhua Subdistrict, Longhua District, Shenzhen, Guangdong, China
Tel: 4000-875-382 0755-84829082 E-mail: bkc@bkc-lab.com
Certificate Search: http://www.bkc-lab.com
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Certificate No. : BKC24041533DC

Model(s)

SD860-AC-S3R8D-EBB, SD860-AC-S6R0D-EBB, SD860-AC-S8R4D-EBB,
SD860-AC-S110D-EBB, SD860-AC-S170D-EBB, SD860-AC-S240D-EBB,
SD860-AC-S3R8D-EAP-FS, SD860-AC-S6R0D-EAP-FS, SD860-AC-S8R4D-EAP-FS,
SD860-AC-S110D-EAP-FS, SD860-AC-S170D-EAP-FS, SD860-AC-S240D-EAP-FS,
SD860-AC-S3R8D-EAP, SD860-AC-S6R0D-EAP, SD860-AC-S8R4D-EAP,
SD860-AC-S110D-EAP, SD860-AC-S170D-EAP, SD860-AC-S240D-EAP,
SD860-AC-S3R8D-EBP-FS, SD860-AC-S6R0D-EBP-FS, SD860-AC-S8R4D-EBP-FS,
SD860-AC-S110D-EBP-FS, SD860-AC-S170D-EBP-FS, SD860-AC-S240D-EBP-FS,
SD860-AC-S3R8D-EBP, SD860-AC-S6R0D-EBP, SD860-AC-S8R4D-EBP,
SD860-AC-S110D-EBP, SD860-AC-S170D-EBP, SD860-AC-S240D-EBP,
SD860-AC-M110D-EAA-FS, SD860-AC-M170D-EAA-FS, SD860-AC-M240D-EAA-FS,
SD860-AC-M110D-ESA-FS, SD860-AC-M170D-ESA-FS, SD860-AC-M240D-ESA-FS,
SD860-AC-M110D-EBA-FS, SD860-AC-M170D-EBA-FS, SD860-AC-M240D-EBA-FS,
SD860-AC-M110D-EPA-FS, SD860-AC-M170D-EPA-FS, SD860-AC-M240D-EPA-FS,
SD860-AC-M110D-ERA-FS, SD860-AC-M170D-ERA-FS, SD860-AC-M240D-ERA-FS,
SD860-AC-M110D-EAA, SD860-AC-M170D-EAA, SD860-AC-M240D-EAA,
SD860-AC-M110D-ESA, SD860-AC-M170D-ESA, SD860-AC-M240D-ESA,
SD860-AC-M110D-EBA, SD860-AC-M170D-EBA, SD860-AC-M240D-EBA,
SD860-AC-M110D-EPA, SD860-AC-M170D-EPA, SD860-AC-M240D-EPA,
SD860-AC-M110D-ERA, SD860-AC-M170D-ERA, SD860-AC-M240D-ERA,
SD860-AC-M110D-EAB-FS, SD860-AC-M170D-EAB-FS, SD860-AC-M240D-EAB-FS,
SD860-AC-M110D-ESB-FS, SD860-AC-M170D-ESB-FS, SD860-AC-M240D-ESB-FS,
SD860-AC-M110D-EBB-FS, SD860-AC-M170D-EBB-FS, SD860-AC-M240D-EBB-FS,
SD860-AC-M110D-EPB-FS, SD860-AC-M170D-EPB-FS, SD860-AC-M240D-EPB-FS,
SD860-AC-M110D-ERR-FS, SD860-AC-M170D-ERR-FS, SD860-AC-M240D-ERR-FS,
SD869-AC-M110D-EAR, SD860-AC-M170D-EAR, SD860-AC-M240D-EAR,
SD860-AC-M110D-ESR, SD860-AC-M170D-ESR, SD860-AC-M240D-ESR,

Shenzhen BKC Testing Co., Ltd.

Room103, 1/F, Huaya Building, Huaya Industrial Park, Yousong Community,
Longhua Subdistrict, Longhua District, Shenzhen, Guangdong, China
Tel: 4000-875-382 0755-84829082 E-mail: bkc@bke-lab.com
Certificate Search: http://www.bkc-lab.com
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Certificate No. : BKC24041533DC

Model(s)

SD860-AC-M110D-EBR, SD860-AC-M170D-EBR, SD860-AC-M240D-EBR,
SD860-AC-M110D-EPR, SD860-AC-M170D-EPR, SD860-AC-M240D-EPR,
SD860-AC-M110D-ERR, SD860-AC-M170D-ERR, SD860-AC-M240D-ERR,
SD860-AC-M110D-EAS-FS, SD860-AC-M170D-EAS-FS, SD860-AC-M240D-EAS-FS,
SD860-AC-M110D-ESS-FS, SD860-AC-M170D-ESS-FS, SD860-AC-M240D-ESS-FS,
SD860-AC-M110D-EBS-FS, SD860-AC-M170D-EBS-FS, SD860-AC-M240D-EBS-FS,
SD860-AC-M110D-EPS-FS, SD860-AC-M170D-EPS-FS, SD860-AC-M240D-EPS-FS,
SD860-AC-M110D-ERP-FS, SD860-AC-M170D-ERP-FS, SD860-AC-M240D-ERP-FS,
SD860-AC-M110D-EAP, SD860-AC-M170D-EAP, SD860-AC-M240D-EAP,
SD860-AC-M110D-ESP, SD860-AC-M170D-ESP, SD860-AC-M240D-ESP,
SD860-AC-M110D-EBP, SD860-AC-M170D-EBP, SD860-AC-M240D-EBP,
SD860-AC-M110D-EPP, SD860-AC-M170D-EPP, SD860-AC-M240D-EPP,
SD860-AC-M110D-ERP, SD860-AC-M170D-ERP, SD860-AC-M240D-ERP,
SD860-AC-M110D-EAR-FS, SD860-AC-M170D-EAR-FS, SD860-AC-M240D-EAR-FS,
SD860-AC-M110D-ESR-FS, SD860-AC-M170D-ESR-FS, SD860-AC-M240D-ESR-FS,
SD860-AC-M110D-EBR-FS, SD860-AC-M170D-EBR-FS, SD860-AC-M240D-EBR-FS,
SD860-AC-M110D-EPR-FS, SD860-AC-M170D-EPR-FS, SD860-AC-M240D-EPR-FS,
SD860-AC-M110D-ER-FS, SD860-AC-M170D-ER-FS, SD860-AC-M240D-ER-FS,
SD860-AC-M110D-EA, SD860-AC-M170D-EA, SD860-AC-M240D-EA,
SD860-AC-M110D-ES, SD860-AC-M170D-ES, SD860-AC-M240D-ES,
SD860-AC-M110D-EB, SD860-AC-M170D-EB, SD860-AC-M240D-EB,
SD860-AC-M110D-EP, SD860-AC-M170D-EP, SD860-AC-M240D-EP,
SD860-AC-M110D-ER, SD860-AC-M170D-ER, SD860-AC-M240D-ER,
SD860-AC-M110D-EAP-FS, SD860-AC-M170D-EAP-FS, SD860-AC-M240D-EAP-FS,
SD860-AC-M110D-ESP-FS, SD860-AC-M170D-ESP-FS, SD860-AC-M240D-ESP-FS,
SD860-AC-M110D-EBP-FS, SD860-AC-M170D-EBP-FS, SD860-AC-M240D-EBP-FS,
SD860-AC-M110D-EPP-FS, SD860-AC-M170D-EPP-FS, SD860-AC-M240D-EPP-FS,

Shenzhen BKC Testing Co., Ltd.

Room103, 1/F, Huaya Building, Huaya Industrial Park, Yousong Community,
Longhua Subdistrict, Longhua District, Shenzhen, Guangdong, China
Tel: 4000-875-382 0755-84829082 E-mail: bkc@bke-lab.com
Certificate Search: http://www.bkc-lab.com
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Certificate No. : BKC24041533DC

Model(s)

SD860-AC-M110D-ERB-FS, SD860-AC-M170D-ERB-FS, SD860-AC-M240D-ERB-FS,
SD860-AC-M110D-EAB, SD860-AC-M170D-EAB, SD860-AC-M240D-EAB,
SD860-AC-M110D-ESB, SD860-AC-M170D-ESB, SD860-AC-M240D-ESB,
SD860-AC-M110D-EBB, SD860-AC-M170D-EBB, SD860-AC-M240D-EBB,
SD860-AC-M110D-EPB, SD860-AC-M170D-EPB, SD860-AC-M240D-EPB,
SD860-AC-M110D-ERB, SD860-AC-M170D-ERB, SD860-AC-M240D-ERB,
SD860-AC-M110D-EA-FS, SD860-AC-M170D-EA-FS, SD860-AC-M240D-EA-FS,
SD860-AC-M110D-ES-FS, SD860-AC-M170D-ES-FS, SD860-AC-M240D-ES-FS,
SD860-AC-M110D-EB-FS, SD860-AC-M170D-EB-FS, SD860-AC-M240D-EB-FS,
SD860-AC-M110D-EP-FS, SD860-AC-M170D-EP-FS, SD860-AC-M240D-EP-FS,
SD860-AC-M110D-ERS-FS, SD860-AC-M170D-ERS-FS, SD860-AC-M240D-ERS-FS,
SD860-AC-M110D-EAS, SD860-AC-M170D-EAS, SD860-AC-M240D-EAS,
SD860-AC-M110D-ESS, SD860-AC-M170D-ESS, SD860-AC-M240D-ESS,
SD860-AC-M110D-EBS, SD860-AC-M170D-EBS, SD860-AC-M240D-EBS,
SD860-AC-M110D-EPS, SD860-AC-M170D-EPS, SD860-AC-M240D-EPS,
SD860-AC-M110D-ERS, SD860-AC-M170D-ERS, SD860-AC-M240D-ERS

Shenzhen BKC Testing Co., Ltd.

Room103, 1/F, Huaya Building, Huaya Industrial Park, Yousong Community,
Longhua Subdistrict, Longhua District, Shenzhen, Guangdong, China
Tel: 4000-875-382 0755-84829082 E-mail: bkc@bkc-lab.com
Certificate Search: http://www.bkc-lab.com
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